
(2) 3/8-16 X 1-1/2”
Hex Bolt w/ Flat Washer

& Nylon Locknut

(2) 3/8-16 X 3-3/4”
Hex Bolt w/ Spacer

.750 OD x .406 ID x 2.125 L

(2) 3/8-16 X 1-1/2”
Hex Bolt w/ Flat Washer

& Nylon Locknut

(2) 3/8-16 X 1”
Hex Bolt

40-7360L
Compressor Mounting Bracket
FORD “FE” Engines - Driver Side
         332, 352, 360, 390, 406, 427, 428

NOTE: Compressor may be rotated 90 degrees 
in either direction to provide easier a/c hose 

routing and/or additional hood clearance.

1201 Forum Way South - Fort Worth, TX 76140 
(817) 531-2665 - FAX (817) 531-3257

NOTE: If using power steering brackets 
that mount to the cylinder head in front of 
the bracket add 1/8” spacers or washers 

(Not Included) between compressor
bracket and power steering bracket.

USE THREAD 
SEALER ON HEX 
BOLT FOR THIS 
LOCATION ONLY

We recommend a belt length of 53”. 
However this can vary by the

diameter of your water pump and 
crankshaft pulley.

This bracket was designed using a
2 groove water pump pulley
#C8AE-8509-B and 3 groove

crankshaft pulley # D3TE-6312-AB

This bracket is not compatible for 
use with balancers that have

integrated belt grooves.

ALIGN PULLEYS
AS SHOWNWater Pump

Pulley
Compressor

Pulley

MAKE SURE THIS BRACKET FITS YOUR APPLICATION BEFORE PLATING OR PAINTING.
ALTERED BRACKETS CANNOT BE RETURNED FOR REFUND.
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