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40-7307R
Compressor & Alternator 

Bracket Kit
1955-62 Ford 

Passenger Car & Truck Y Blocks
1201 Forum Way South, Fort Worth TX 76140
817-531-2665 or FAX 817-531-3257

The 40-7307R Compressor Bracket is 
designed to mount a #21-4536 Compressor 
(K-Head Compressor with rear exit fittings 
or equivalent) on passenger side head. A GM 
Alternator is required. 

Fits Passenger Cars & Trucks with Y-Block 
engines w/o OEM Front-Crossover Exhaust. 
(Will not fit T-Birds)

Important Information Read Before Beginning Installation
1) Bracket kit is designed to be used with GM 10SI & 12SI Alternators only.

2) Must use a OEM Single-Groove Harmonic Balancer & Two-groove Crankshaft Pulley (A OEM Multi-groove Harmonic 
Balancer or OEM Cast Iron Add-On Pulley may be used in its place).

3) Belt used for this installation is a Compressor Belt length of 35-3/8” & Alternator Belt length of 41-3/8”. A different belt 
may be required for your individual application depending upon pulley diameters.

4) If brackets are painted a ground path must be maintained by masking or removing paint on brackets or by adding 
ground wires to compressor & alternator bodies.

5) Brackets that have been installed, painted, altered or modified may not be returned.

Vehicle Preparation
1) Disconnect & remove Battery.

2) Drain coolant, remove upper radiator hose & heater hose.

3) Remove Generator, Belt, & the Generator Adjust Bracket. 

4) If equipped with Power Steering, remove Power Steering Belt.

5) Remove Cooling Fan.
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Compressor Bracket Installation
1) Locate the accessory mounting holes both on the 
Water Pump Housing & on OEM Generator Mount on the 
passenger side of the Cylinder Head. (Diagram 1)

Note: Before tightening bolts, loosely attach all brackets 
to the engine. This will allow proper alignement of all 
brackets. 

Use Diagram 2 below to determine which configuration 
is being used for Steps 2 & 3

2) Install Compressor assembly bracket using the correct 
steel spacers.

3) Install the 3/8-16 x 5” Hex Bolt & correct spacer(s). 

Cylinder Head

Passenger Side 
OEM Generator 
Mount

Accessory 
Mounting 
Holes

Diagram 1 - Use factory accessory mounting holes & OEM 
Generator Mount to mount compressor assembly bracket

Water Pump 
Housing

Water Pump Housing with 
3-1/16” Boss Height

Note: Do not tighten assembly at this time.

Without Front Engine 
Mounting Plate

With Front Engine 
Mounting Plate

Front Engine 
Mounting Plate

Front Engine 
Mounting Plate

With Front Engine 
Mounting Plate

Without Front Engine 
Mounting Plate

Water Pump Housing 
with 9/16” Boss Height

Side View of Water 
Pump Housing with 
31/16” Boss Length

3-1/16”

9/16” Boss 
Height

2.535 L Steel 
Spacer

2.535 L Steel 
Spacer

2.535 L Steel 
Spacer

Front Engine 
Mounting Plate

.590 L Steel 
Spacer

.800 L Steel 
Spacer

3/8-16 x 5” Hex 
Bolt

Compressor 
Assembly Bracket

.590 L Steel 
Spacer

.800 L Steel 
Spacer

3-1/16” Boss 
Height

Important: Some configurations may not be listed below, 
which would require the use of customized spacers. Use 
spacers to reach a Boss Length of 3-1/16” as shown in 
side view below
Diagram 2  - Use diagram to determine correct 
spacer configuaration
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Alternator Bracket Installation
Use Diagram 3 for Steps 1-4

1) Install the 1.75” Steel Spacer behind Compressor 
Assembly Brakcet & place a .500” Steel Spacer in front of 
the compressor assembly bracket.

2) Install the Alternator Mounting Bracket with a 5-1/2” Hex 
Bolt.

3) Place a .500” Steel Spacer behind the Alternator 
Mounting Bracket & in front of the compressor assembly 
bracket. 

4) Secure with a 1-1/2” Hex Bolt & a 3/8” Locknut.

Use Diagram 4 & 5 for Steps 5-7

5) Place a .500” Steel Spacer on the Water Pump Housing 
mounting hole.

6) Install the Alternator behing the Alternator Mounting 
Bracket & secure with a 5-16-18 x 5 1/2” Hex bolt. 

Note: 5/16-18 x 5 1/2” Hex bolt will be inserted through the 
alternator mounting bracket, the alternator mounting tab, & 
a .500” Steel Spacer. 

7) Install the 5/16-18 x 1” Hex bolt & a 5/16” Flat wAsher 
through the slot on the Alternator Mounting Bracket, & into 
the Alternator Mounting Tab.

Alternator Mounting 
Bracket

Compressor 
Assembly Bracket

1.75” Steel 
Spacer

3/8” 
Locknut

(2) .500” 
Steel 

Spacers

3/8-16 x 1 1/2” 
Hex Bolt

5/16-18 x 5 1/2” 
Hex Bolt

Diagram 3 - Install Alternator Mounting Bracket to the 
Compressor Assembly Bracket

Water Pump  
Housing

.500 L  
Steel Spacer

Diagram 4 - Install Alternator Mounting Bracket to the Water 
Pump Housing mounting hole

5/16”  
Flat Washer 5/16-18 x 1”  

Hex Bolt

Alternator

5/16-18 x 5 ½” 
Hex Bolt

Alternator 
Mounting 
Bracket

Diagram 5 - Install Alternator & Alternator Mounting 
Bracket together using supplied hardware
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Compressor Installation
Use Diagram 6 & 7 for Steps 1-3
1) Install the 7/16-14 x 1” Hex bolt & a 7/16” flat washer 
through the compressor assembly bracket & into the OEM 
Generator Mount locaed on the passenger side of the 
Cylinder Head.

2) Attach the Comrpessor onto the Compressor Assembly 
Bracket, & secure with (2) 3/8-16 x 1 1/2” Hex bolts & (2) 
3/8” Locknuts.

3) Use the 3/8-16 x 1 1/2” Hex bolt to bolt through the 
compressor mounting tab & compressor assembly bracket 
slot. Secure with a 3/8” Flat Washer & Locknut.

7/16”  
Flat Washer

7/16-14 x 1”  
Hex Bolt

Compressor  
Assembly  
Bracket

Compressor
3/8”  

Locknut 3/8”  
Flat Washer 3/8-16 x 1 ½” 

Hex Bolt

Passenger Side OEM 
Generator Mount

Diagram 6 - Secure the Compressor Assembly bracket to the 
OEM Generator Mount on cylinder head

3/8-16 x 1 ½” 
Hex Bolt

3/8”  
Locknut

3/8”  
Locknut

3/8-16 x 1 ½” 
Hex Bolt

Compressor Compressor  
Assembly

Passenger Side 
View

Bracket

Diagram 7 - Secure the Compressor to the Compressor 
Assembly bracket

Water Pump
Crankshaft Pulley

1 2

Single-Groove 
Balancer

Pulley
Alternator

Front

Crankshaft Pulley Grooves:

Front Groove of 
Compressor Pulley

1. Not Applicable/Power Steering 
2. Crankshaft & Compressor 

Rear Groove of 
Crankshaft Pulley

Belt Routing Diagram

Single-Groove Balancer:
1. Balancer, Alternator and Water Pump Pulley

Belt Routing
Route belts as shown in the Belt Routing Diagram.

1) The recommended Compressor Belt length is 35 3/8” & 
the Alternator Belt length is 41 3/8”.

Note: Belt lengths can vary with the diameter of your Water 
Pump & Crankshaft Pulleys.
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Thank you for choosing Old Air Products for your classic vehicle!

We appreciate hearing from you & seeing photos of your vehicles!

Regards, 
The Old Air Products Staff!

Final Assembly
Note: Failure to follow these procedures will void all warranties.

1) Once Brackets & Compressor has been installed & belt tightened, check angle of oil plug on compressor. The Oil Plug 
cannot exceed 90° beyond the vertical line.

2) Do not connect the Compressor Clutch Wire until the system is ready to be charged with refrigerant. Engaging 
Compressor without refrigerant charge will result in compressor failure.

Centerline  
Oil Plug

90° 90°

Suction

Discharge
Compressors are Pre-Filled 

with Oil from Old Air Products

Rear View of Compressor 
Installed on Bracket


